
Makes the installation of conveying pipe and hose easier.

Fulfils the requirements of FDA.

Antistatic.

Inlet reducer piFLOW®i/f

Inlet reducer piFLOW®i/f

Technical data

Description Unit Value

Material ASTM 304, NBR

Temperature range °C -20-125

Technical data, specific

Description Art. No. Weight kg D mm Ø L mm

Inlet reducer piFLOW®i/f Ø76.2-Ø32 (3"-1 1/4") 0126601 1.02 32 174

Inlet reducer piFLOW®i/f Ø76.2-Ø38.1 (3"-1 1/2") 0126398 1.08 38.1 167

Inlet reducer piFLOW®i/f Ø76.2-Ø50.8 (3"-2") 0126397 0.98 50.8 128

Inlet reducer piFLOW®i/f Ø76.2-Ø63.5 (3"-2 1/2") 0126602 1.04 63.5 101



Ordering information

Description Art. No.

Inlet reducer piFLOW®i/f Ø76.2-Ø32 (3"-1 1/4") 0126601

Inlet reducer piFLOW®i/f Ø76.2-Ø38.1 (3"-1 1/2") 0126398

Inlet reducer piFLOW®i/f Ø76.2-Ø50.8 (3"-2") 0126397

Inlet reducer piFLOW®i/f Ø76.2-Ø63.5 (3"-2 1/2") 0126602
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